
Frontline 

Body Camera

The DrivePro Body 52 is comprised of a main unit 
and a separate, compact camera unit, which can 
be securely mounted on uniforms and vests for 
more �exible wearing options. The camera features 
a wide 130° horizontal �eld of view, a large ƒ/1.8 
aperture, and an Exmor™ image sensor for 
high-resolution images with superb, rich color 
even in low light conditions.

*Exmor is a trademark of Sony Corporation.
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Transcend Information. Inc. was founded in 1988, with its headquarters in Taipei, Taiwan. 

Today, Transcend is a globally recognized leader in the manufacture of storage, multimedia, 

and embedded products with 13 o�ces worldwide. Transcend o�ers a full line of standard 

and proprietary memory modules, �ash cards, USB �ash drives, portable hard drives, 

solid-state drives, dashcams, multimedia products, and provides embedded solutions 

widely used in various areas of industry. We are dedicated to creating innovative 

technologies, professional service and products that quickly respond to the market's 

changing needs and bring people a better digital life.
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Separate camera unit with high sensitivity image sensor

The DrivePro Body 52's quick snapshot button allows users to take photos while 
recording video simultaneously. During an incident, just reach up and discreetly 
press the snapshot button to capture photographic evidence on the spot.

Built-in battery

3.5 Hours

The DrivePro Body 52 features a built-in Wi-Fi function for live streaming 
preview and basic setup on both iOS and Android mobile devices. Users can 
also instantly access recorded footage and snapshots directly via the DrivePro 
Body app. To prevent evidence from being tampered with by unauthorized 
persons, the DrivePro Body app allows users to automatically embed every 
recording and snapshot with a clearly visible user ID and timestamp.

*Recording time may di�er based on 
environmental conditions.

Rugged and durable design

The DrivePro Body 52 is built to withstand extreme weather and brutal conditions, 
providing excellent protection for outdoor recording. It is IPX4 rated to o�er 
protection against splashing water from any direction, and meets rigorous U.S. 
military drop-test standards* for shock resistance.

The DrivePro Body 52 has a built-in 
Li-Polymer battery for up to 3.5 hours* 
of video recording on a fully charged 
battery, allowing users to record every 
detail on the front line without a 
power adapter.

DrivePro Body Toolbox 

Transcend's DrivePro Body Toolbox is exclusively designed for the DrivePro 
Body series, featuring a user-friendly interface that allows users to securely 
manage recorded videos and snapshots on Windows PCs. In addition, users can 
adjust settings for both the toolbox and the DrivePro Body device, format the 
internal storage, and upgrade the body camera's �rmware via the toolbox.

Multifunctional docking station

When paired with the DrivePro Body 52, Transcend's 6-port docking station 
o�ers a complete camera management, charging, and data upload solution. 
Each 6-port dock can be daisy-chained with up to two more docking stations, 
allowing for simultaneous data upload and charging for up to 18 sets of 
DrivePro Body 52 body cameras. In addition, the 6-port dock is equipped with 
an auto backup function*, capable of automatically backing up video footage 
and photos while recharging at the end of a shift. 

Exclusive DrivePro Body app

All necessary mounting accessories are included with the DrivePro Body 52. 
O�cers can choose to use either the 360° rotating clip or Velcro holder to 
mount the camera unit on their uniform or jacket, and use the belt holster to 
carry the main unit on their duty belt.

Dimensions

Weight

Lens

Microphone

Resolution/Frame Rate

Video Formats

Storage Capacity

Connection Interface

Battery Type

Power Supply

IP Rating

Operating Temperature

Storage Temperature

Certi�cates

Warranty

Body: 88.4mm × 52.2mm × 17.4mm (3.48" x 2.06" x 0.68")
Camera: 40mm × 40mm × 20.35mm (1.57" x 1.57" x 0.80")

Body: 84g (2.96 oz)
Camera: 64g (2.26 oz)

F/1.8, 130° wide angle 

Built-in

Full HD (1920x1080)/30fps

H.264 (MOV: up to 1920x1080 30fps)

32GB internal memory

USB 2.0

Li-Polymer

Input: AC 100V-240V, 50-60Hz, 0.4A Max
Output: DC 5V 2A

IPX4

-20°C (-4°F) ~ 65°C (149°F)

-25°C (-13°F) ~ 70°C (158°F)

CE, FCC, BSMI, KC, NCC, MIC, EAC, RCM

Two-year Limited Warranty

Specifications

About Transcend

Quick snapshot button

Necessary mounting accessories included

Body 52Other brands

*DrivePro Body Toolbox is 
required for this feature.

88.4 mm

52.2 mm 40 mm 20.35 mm

Guardian

*Based on MIL-STD-810G 
516.6-Transit Drop Test.

360° 
rotatable clip Velcro holder Belt holster

17.4 mm

40 mm

Water 
resistant

Shock 
resistant

F/1.8 
aperture

Wi-Fi live 
streaming

Separate
camera

Free download of the 
DrivePro Body app

DrivePro™ Body 52

www.transcend-info.com


