Tower Pro Range

Collapsible Hybrid-Powered Floodlight, Rechargeable + AC Powered

Tower Pro 2K + 7K

Tower Pro 2K
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Work light

4 models available:

Tower Pro 2K Tower Pro 5K New Tower Pro 7K  New Tower Pro 10K
e 2,000Im 5,000Im 7,000Im 10,000Im
l=: Up to 30m beam Up to 90m beam Up to 95m beam Up to 110m beam
@ 2 to 8.5hrs runtime 1 to 5hrs runtime 1.5 to Shrs runtime | 1.5 to 5hrs runtime
MODE High | Medium | Low
@ 3.7V 4000mAh 7.4V 4000mAh 7.4V 4000mAh 14.4V 4000mAh
15Wh, Li-ion 30Wh, Li-ion 30Wh, Li-ion 58Wh, Li-ion
l 4hrs charging time 6hrs charging time 6hrs charging time | 4.5hrs charging time
ﬁ IP x 4 | IKO7 IP x 4 | IKO7 IP54 | IKO7 IP54 | IKO7
J—. 95 x 100 x 17700mm 160 x 122 x 2000mm 95 x 100 x 17700mm | 150 x 150 x 2200mm
Folded: 80 x 665mm | Folded: 122 x 160 x 890mm | Folded: 80 x 665mm | Folded: 150 x 647mm
& 1.8kg 4.5kg 3.5kg 5.49kg
[lo]»]] NSTOWERPRO-2K NSTOWERPRO-5K NSTOWERPRO-7K | NSTOWERPRO-10K
Supplied with

2K/7K: Type C charging USB cable and carry case | 5K/10K: AC charger and carry case




